
Instructions: 
How to build your own tumbler compost bin

Below is list of materials used to build compost. 
30 gallon drum
2x4x8 pressure treated wood
2x6x12 pressure treated wood
6 handles (preferably stainless steel)
Latch
Hinge (can get long one that needs to be shortened)
2 Screw eye
2 Locks
4 Swivel caster wheels 4”
4 Rigid caster wheels 1.5” (bigger ones can be used as well)
16 pieces each of 3/16 x ½ stove nut and bolts (used for latch
and hinge)
16 pieces of 10 X ¾ screws (used for small castor wheels)
100 pack of #8 x 3” screws (used to put the frame together)
12 pieces of 8-32 x ½ screws (used for handles)
16 lag bolts 5/16  x1 ½ (used for large castors)
Optional: 4x4x8 pressure treated wood

List of Materials:

Please note all materials and instructions are based on using a 30-gallon barrel and using a garden cart that is max
20inches off the ground.

Below is list of tools used.
Drill
1/4" drill bit
Robertson bit
Phillips bit
Chop saw
Measuring tape
Marker
Oscillating multi tool or hand saw
Power sander
13mm socket

List of Tools:



How to build the frame:
 Cut all pieces of wood to the provided lengths:
     Wood : 2x4x8
     (A) 23” x 8
     (B) 24” x 2
     (C) 15” x 2
     (D) 33” x 1
     (E) 20” x 2

Wood: 2x6x8
     (F) 33” x 2

Create legs. Follow twice.1.

 2. Add the top to bridge legs together.

3.

5. Add the base wheels.

4.  Add back piece.



How to build the barrel:
 Map out where you would like the
door to be using a marker and a strait
edge – keeping in mind where the
turning casters are located. Size of
door pictured is 9” long by 6” wide.
 Use a oscillating tool to cut opening
for the door. Cut all 4 edges marked.
 Using the hinge, map out where the
hinge holes are needed and mark the
holes with marker. 
 Drill holes using drill bit and secure
using nuts and bolts. 
 Using the latch, map out where latch
holes are needed and mark the
mounting holes with marker.
 Mount latch on the lower edge using
nuts and bolts.
 Map out where handles are needed
and mark holes using a marker.
 Drill holes where marks are for
handles, and using screw driver,
fasten the handles to the barrel.
 Using drill, make holes throughout
barrel. Ensure holes are not too large
or too small - they are there to help
with ventilation and drainage.
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